








































































































Mills High School Athletics Complex Project Page 7
IS/MND Addendum

Attachment B — Revised Mitigation Monitoring and Reporting Plan



MITIGATION MONITORING AND REPORTING PROGRAM — MILLS HIGH SCHOOL ATHLETICS FIELDS PROJECT

When adopting a Mitigated Negative Declaration, the CEQA Guidelines [Section 15074(d)] require that Lead Agencies adopt a
program for reporting on or monitoring the changes that it has required in the project or made a condition of approval to mitigate or
avoid significant environmental effects.
This monitoring program for mitigation measures identified by the Mitigated Negative Declaration includes:

1. Alist of mitigation measures with a space for the completion date,

2. The full text of the mitigation measures, and

3. Monitoring details, including: 1) agency responsible for implementation, 2) timing of implementation and monitoring, and 3)
monitoring verification.



MONITORING VERIFICATION
Identified Impact Related Mitigation Measure Implementation Monitoring and Timing Requirements Signature Date
Entity Verification Entity
BIOLOGICAL RESOURCES
Loss of active protected bird and bat | Measure BIO-1: Prevent Loss of Active | SMUHSD SMUHSD Condition of
nests Bird Nests. A pre-construction survey Construction | Project construction
for nesting birds shall be conducted by a | contractor Manager/Consult | contract; field
qualified biologist within two weeks of ing Biologist verify
construction activities, if activities are to implementation
occur within nesting/breeding season of prior to start of
native bird species (February- August). construction

If active nests are identified within 300
feet of construction, and would be
exposed to prolonged construction-
related noise above normal levels, a
buffer shall be implemented around nests
during the breeding season, or until a
biologist determines the young have
fledged. The size of the buffer and the
type of construction activity will depend
on multiple factors including relative
change in noise and disturbance during
construction activity, amount of
vegetative screening between activity
and nest, and sensitivity of species.

Measure BIO-2: Prevent Loss of
Roosting Habitat for Bat Species. The
potential of the large trees to provide
suitable roosting habitat shall be
assessed by a qualified bat biologist, and
if necessary, a roosting bat protection
plan shall be implemented. If bats are
determined to be using the site,
minimization measures shall include
prohibiting night work activities
(between 10pm and sunrise), and
minimizing work activities to outside of
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MONITORING VERIFICATION
Identified Impact Related Mitigation Measure Implementation Monitoring and Timing Requirements Signature Date
Entity Verification Entity

the most sensitive breeding (non-volant)

period of April to August
CULTURAL RESOURCES
Potential impacts to archaeological Mitigation Measure CULT-1: SMUHSD SMUHSD Construction
deposits and human remains Archaeological Deposits. If Project Project Manager contractors §hall

Manager monitor during

archaeological remains are encountered
during project activities, project ground
disturbances at the find and immediate
vicinity shall be halted immediately until a
qualified archaeologist can evaluate the
finds (§150064.5 [f]). The archaeologist
shall examine the finds and recommend
mitigation measures which may include
documentation in place, avoidance,
testing, and/or data recovery. Project
personnel should not collect cultural
resources. Native American resources
include chert or obsidian flakes, projectile
points, mortars, and pestles; and dark
friable soil containing shell and bone
dietary debris, heat-affected rock, or
human burials. Historic-period resources
include stone or adobe foundations or
walls; structures and remains with square
nails; and refuse deposits or bottle dumps,
often located in old wells or privies.

Mitigation Measure CULT-2: Human
Remains. California law recognizes the
need to protect interred human remains,

ground disturbing
activities; if
cultural resources
are encountered,
archaeologist and
NAHC, as
applicable, shall
determine
appropriate
treatment for the
resources.
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Identified Impact

Related Mitigation Measure

MONITORING VERIFICATION
Implementation Monitoring and Timing Requirements Signature Date
Entity Verification Entity

particularly Native American burials and
associated items of patrimony, from
vandalism and inadvertent destruction.
The procedures for the treatment of
discovered human remains are contained
in California Health and Safety Code
Section 7050.5 and Section 7052 and
California Public Resources Code Section
5097.

In accordance with the California Health
and Safety Code, if human remains are
uncovered during ground disturbing
activities all such activities in the vicinity
of the find shall be halted immediately
and the District or the District’s
designated representative shall be notified.
The District shall immediately notify the
county coroner and a qualified
professional archaeologist. The coroner is
required to examine all discoveries of
human remains within 48 hours of
receiving notice of a discovery on private
or state lands (Health and Safety Code
Section 7050.5[b]). If the coroner
determines that the remains are those of a
Native American, he or she must contact
the Native American Heritage
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Identified Impact

Related Mitigation Measure

MONITORING

VERIFICATION

Implementation
Entity

Monitoring and
Verification Entity

Timing Requirements

Signature Date

Commission (NAHC) by phone within 24
hours of making that determination

(Health and Safety Code Section 7050[c]).

The responsibilities of the District for
acting upon notification of a discovery of
Native American human remains are
identified in detail in the California Public
Resources Code Section 5097.9. The
District or their appointed representative
and the professional archaeologist will
consult with a Most Likely Descendent
determined by the NAHC regarding the
removal or preservation and avoidance of
the remains and determine if additional
burials could be present in the vicinity.

GEOLOGIC HAZARDS

Geotechnical Hazards

Drainage, Erosion., Sedimentation

Mitigation Measure GEO-1. The
project’s site clearing, site preparation,
subgrade preparation and stabilization,
fill, drainage, and any foundation systems
shall be designed and constructed per the
specifications set forth on the project
geotechnical report.

Mitigation Measure GEO-2. The project
shall include a site drainage system to
collect surface water and discharging it
into an established storm drainage system.

SMUHSD
Project
Manager

SMUHSD
Project
Manager

SMUHSD/
Project
geotechnical
engineer

SMUHSD/
Project civil
engineer

Prior to submittal
of final design
plans to Division
of the State
Architect

Prior to submittal
of final design
plans to Division
of the State
Architect
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MONITORING VERIFICATION
Identified Impact Related Mitigation Measure Implementation Monitoring and Timing Requirements Signature Date
Entity Verification Entity
The project Civil Engineer or Architect
shall be responsible for designing the site
drainage system and, an erosion control
plan could be developed prior to
construction per the current guidelines of
the California Stormwater Quality
Association’s Best Management Practice
Handbook.
HYDROLOGY AND WATER QUALITY
Impacts on Water Quality. Mitigation Measure HYD-1: Prior to SMUHSD SMUHSD Prior to submittal
the issuance of grading permits for the | Project Project Manager/ | of final design
proposed Project, the Project engineers | Manager Project Civil plans to Division
shall prepare a Stormwater Control Engineer of the State

Plan. The Stormwater Control Plan
shall identify pollution prevention
measures and practices to prevent
polluted runoff from leaving the
Project site.

Mitigation Measure HYD-2: The
District shall maintain in perpetuity the
post-construction BMPs listed in the
Stormwater Operations and
Management Plan. The owner shall
make changes or modifications to the
BMPs to ensure peak performance.
The owner shall be responsible for
costs incurred in operating,
maintaining, repairing, and replacing
the BMPs. The owner shall conduct
inspection and maintenance activities
and complete annual reports.

Architect
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MONITORING VERIFICATION
Identified Impact Related Mitigation Measure Implementation Monitoring and Timing Requirements Signature Date
Entity Verification Entity
NOISE
Construction Noise Mitigation Measure NOISE-1: In SMUHSD Construction Include in
order to minimize disruption and Project Manager construction
potential annoyance during Manager contracts.
construction, the following shall be Implement during
implemented during construction: construction.

e  Construction activities for the
project should be limited to
the City’s construction hours
of Monday through Friday
between 7:30 a.m. to
7:00 p.m., Saturday 8:00 a.m.
to 6:00 p.m., and Sundays and
holidays 9:00 a.m. to
6:00 p.m., unless otherwise
authorized by the city.

e  All construction equipment
shall be equipped with
mufflers and sound control
devices (e.g., intake silencers
and noise shrouds) that are in
good condition and
appropriate for the equipment.

e Maintain all construction
equipment to minimize noise
emissions.

e  Stationary equipment shall be
located on the site so as to
maintain the greatest possible
distance to the sensitive
receptors.

e  Unnecessary idling of internal

MMRP-7




Identified Impact

Related Mitigation Measure

MONITORING

VERIFICATION

Implementation
Entity

Monitoring and
Verification Entity

Timing Requirements

Signature Date

combustion engines should be
strictly prohibited.

e Neighbors located adjacent to
the construction site shall be
notified of the construction
schedule in writing.

e The construction contractor
shall provide the name and
telephone number an on-site
construction liaison. In the
event that construction noise
is intrusive to the community,
the construction liaison shall
investigate the source of the
noise and require that
reasonable measures be
implemented to correct the
problem.

Baseball Field Public Address System
Noise

Mitigation Measure NOISE-2: The
new baseball PA system shall be
designed and operated to not exceed a
Lmax of 58 dBA at locations LT-1 and
ST-1. This will require distributing
highly directional and carefully aimed
loudspeakers around the bleachers and
field. The distance between the
loudspeakers and the coverage area
shall be minimized to reduce spill to
the community. In addition, the PA
system output volume shall be
regulated by an audio processor with
the ability to limit the audio output
levels (e.g. compressor/limiter).

SMUHSD
Project
Manager

SMUHSD
Project Manager/
Acoustical
Engineers

Design prior to
installation of the
PA system; Field
verify and adjust
after system
installation,
during testing.
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Identified Impact

Related Mitigation Measure

MONITORING VERIFICATION
Implementation Monitoring and Timing Requirements Signature Date
Entity Verification Entity
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